
Lighting for Impact’s Backlit Header Panel is a simple yet 
extremely effective illuminated signage product. Backlit 
panels come standard with a magnetic lid — making 
installation and changing of graphics a breeze. Most 
commonly mounted to standard gondola fixtures with steel 
brackets, you can use backlit panels to highlight promotional 
items, direct customers to specific categories, or simply for 
aesthetics and branding. This product can be seamlessly 
paired with Lighting for Impact’s undershelf lighting to 
generate a complete look.

• Sizes available: 36” x 6” / 36” x 8” or 48” x 6” /  48” x 8”

• Durable yet slim aluminum frame – 1" thick housing

• Thin frame reveal – only ¼" wide

• T-slots around sides  
 and back provide  
 versatile mounting  
 options

• Custom mounting  
 brackets available

• Integrates seamlessly  
 with standard  
 Lighting for Impact  
 power systems

• 5 Year Warranty

Backlit Header Panel

Backlit Header Panel
Efficiency: 140lm/W

LED Chip Type: SMD 2835
Watts per chip: 0.5W

Lumens per watt:  140lm/W
Lumens per foot:  673lm

CRI:  ≥ 80 Ra
CCT: 5000K Standard

Diodes per foot:  28
Beam angle: 120°

PCB Dimensions:  5*1.0mm
Dimmable:  Non Dimmable

Overall thickness: 1"
Max Size: 48" x 24"

SPECIFICATIONS:DESCRIPTION:

Black 
w/black cord

Silver 
w/white cord
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Graphics Print Specifications:  
Material is 0.03” clear polycarbonate.  
It’s printed on a UV flatbed on back side 
of material. Printed once at 100% density, 
then a printed layer of white, followed by 
second image print at 75% density. (It’s 
double-printed to make colors rich for 
back lighting.)

Graphics Cut Sizes
Header Panel Graphics Cut Size

36" x 6" 35.75" x 5.75"
36" x 8" 35.75" x 7.75"
48" x 6" 47.75" x 5.75"
48" x 8" 47.75" x 7.75"


